1 Body GGG50

2 Dise GGG40+EPDM
3 Wedge nut 48600

4 Stem 535431

5 Bonnet GT450-10

[ Gasket EPDM

7 Y-ring EPDM85-90

8 Fix ring CuZn215i3/C69300
g Thrust bearing (69300

10 Seal ring EPDM70

1 O ring NBR

12 Retainer ring POM

13 Bushing ring POM

14 Gland 55431

15 Dustproof ring EPDM3s

16 Dise core | GGG40

17 Bolt 55316

Features

- Use

AkzoNobel

DESIGN FEATURES
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material.

Super Anti-corrosion
Epoxy powder coating 200-250um,
Baking varnish over 200°C,




Free wedge nut, reduces the stem
bending forces and at the same time:
enables it to he easily replaced.

One piece stainless steel stem in for
better resistance to axial load and to
with stand higher operating torques.

Dust guard integrating three O-ring
shape, prohibiting the introduction of
foreign bodies at the stem.

Triple seal at the operating stem to
ensure tightness with the test of time
{2600 cycles).

The maore compact new cap, reduces
the water retention areas in order to
reduce the risk of bacterial growth.

Three locking tab for bayonet system
prevenis seff-dismantling

Male guiding system with composite
sliding skate reduces the wear of the
wedge against the hody, allowing a
smooth functionality and a longer life
time of the valve.

New male composite sliding skate
technology ensuring a low operating
torgue even under high differential
pressure and preventing damage or
cormosion generated by the friction.



RELATED PRODUCTS




APPLICATION SCENARIO
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Industrial water  Power plant Sea water Water treatment  Water supply HAVC Food and drug  ‘Water transport
application desalination and drainage
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| Geschaftsbereich: Produkte fur Flussigkeitskontrolle, Technologie und
Umweltschutzprodukte.

Il Fortgeschrittene CNC-Bearbeitungszentren, professionelle Prozesszellen,
Weitbereichsschweillgerate, automatische Montagelinien und Beschichtung.

Il Chinas Standardreferenzeinheit zur Teilnahme an der Entwicklung relevanter Standards der
Valvilbranche.

IV Wir haben in den USA ein Forschungs- und Entwicklungszentrum in Houston, Texas,
eingerichtet.

V Produktstandard: GB, Deutscher Standard, American Standard, Tuv CE, ISO 9001,
ADWO-2000, TS, PED, WRC WRAS, KTW, API 6d, API609.

VI -Hauptproduktion: Schmetterlingsventil, Kugelventil, Ventil, Scheckventil, Globusventile,
Rohrbeschlage, manuell / pneumatischer / elektrischer Aktuator, Ventilteile.



- 21 years of professional
/. experience

4 factories

Independent research and
. development team

/. 28 top senior professional
researchers -

\\
3 centers

100% high level ex-factory \ e . =
/ inspection

Zprofessionaltes.‘ting : uu. ,|

High quality imported |
materials { DE "

2 years quality assurance, i, =
/. repair and replacement




COMPANY QUALIFICATION
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COMPANY EXHIBITION

FAQ

F: Wenn ich ein Angebot benotige, welche Informationen brauchen wir?
A: Materialien, Temperatur, Druck, Medium, Application System.

F: Konnen Sie Aktuatoren zur Verfliigung stellen, was Sie haben?
A: Pneumatische, elektrische, hrdraulische, Magnetventile. RKSfluid -Aktuatoren Gbernehmen
die USA -Technologie. Was Sie brauchen, sagen Sie es uns einfach.

F: Was ist lhre produktive Kapazitat?
A: RKSfluid verfugt uber vier Pflanzen, die die von lhnen bendtigten Produkte bereitstellen
koénnen.

F: Vorlaufzeit der Produktion
A: Normale Produkte haben in 2 bis 5 Arbeitstagen Lagerbestande. Anpassende Basis auf lhr
Bedurfnis.

F: Moq
A: 1PC fur alle Produkte.

F: Wie ware es mit der Qualitatssicherung?

A: 100% Qualitatstest vor der Lieferung, 2 Jahre Garantie. Stellen Sie sicher, dass Ihr System
die Sicherheit bearbeitet.

Wir haben TUV, API, WRAS, CE, ISO -Zertifizierung.



Standard entspricht DIN, ASME, BS EN, JIS, API, Awwa.

F: Wie konnen Sie unseren Kunden einen hochwertigen Service bieten?
A: RKSfluid eigene 20 -jahrige Erfahrungen und mehr als 70 F & E -Ingenieure bieten
technische Unterstutzung, Modellauswahl und Installationsanleitung fur Sie.



